Technical specifications: Standard equipment: \ 1 N\ p [\' | | , | sm @?‘
- f one Picker 5 -
Working depth e 300 mm Web: pitch 40 - 36 ‘ J(JI y (Jl< '

TOLAI WITHD —vvvvvevroeeeeeeeeeeee e 5310 mm Full hydraulic _ ,
TranspOrt Width ...........ovvevveevveennn) 2460 mm Hydraulic height adjustable of right wheel.
Loading height ....................... max. 3000 mm Tyres: 12.5x18 - 10

Transport height ...........ccc.cccoeveeene. 2875 mm Electr. operated valve block.
Total lenght ......ccoeevevveeiiieeiieeeee. 6100 mm Oil cooler

Weight ..o, 3720 kg.

TYFES i 12,5x18 - 10

Track width ........covvvviviiiiiiinnne. min. 2135 mm

Track width .......ooovvvvviiiiiinne max. 2935 mm

Required power ...........ccecevvvennnnes 90 - 120 HP

Working speed .........ccccceeeeiiinnnnne 3-10 km/h

(depending on soil conditions and working depth)

Front web:

Width ...oeeeeiiiiiii 1450 mm

PItCh v 28 - 36 - 40 mm

OpEeNING ....coovvvviiiiiieeeeeeeeiinns 17 -25-29 mm

Elevator web:

Width ..eeeeiiiiiiiiiiiiiii 600 mm

1 (o] o 28 mm

OPENING .oooiiiiiiiiiieiee e 17 mm

Optional equipment:

4 (
Dealer: Front web pitch 28
Vibrating wheels
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A wide range of features:
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